
Technical Properties @ 77oF (25oC):

Colour: Clear liquid

Specifi c gravity: 0.94 ± 0.02

Freezing point: ≈ 32oF (0°C)

pH: 4 - 6

Chloride content: < 0.05%

Description

Donplast SR100 is a shrinkage reducing admixture 
specially formulated from selected polymers to provide a 
signifi  cant reduc  on in drying shrinkage and reduce the 
number of harmful cracks.

Applications

  Floors and founda  ons.
  Silos.
  Concrete pipes.
  Walls.
  Water  ght construc  on (i.e. water tanks, swimming 
pools, etc.).

  Underground construc  on.

Advantages

  Can be used in air entrained concrete.
  Minimize the risk of cracking caused by drying 
shrinkage.

  Increases the service life of the structure.
  Does not impact the w/c ra  o.

Standards

Donplast SR100 complies with the requirements of the 
Specifi ca  on for Chemical Admixture for Concrete ASTM 
C494 as a Type S admixture.

Compatibility

Donplast SR100 is compa  ble with other DCP admixtures 
used in the same concrete mix. If more than one type of 
admixture is to be used, they must be dispensed into the 
mix separately.

Method of Use

Donplast SR100 should be added to the concrete with the
mixing water to achieve op  mum performance.

An automa  c dispenser should be used to dispense the 
correct quan  ty of Donplast SR100 to the concrete mix.

Dosage

Depending on the applica  on, the dosage of Donplast SR100 
varies from 0.5 to 4.0% of the cement or cemen   ous materials 
in the mix including GGBFS, PFA or micro-silica.

For the produc  on of a normal fl ooring concrete, the 
recommended dosage is approximately 1.0%. Op  mum 
aff ect is obtained when Donplast SR100 is added together
with the mixing water.

Cleaning

Clean Donplast SR100 with fresh cold water.

Packaging

Donplast SR100 is available in 5 gal (19 litre) containers as
well as 275 gal (1,041 litre) and 330 gal (1,249 litre) IBC 
totes. Bulk supply in tanker trucks is also available upon 
request.

Storage

Donplast SR100 has a shelf like of 12 months from the 
date of manufacture when stored at temperatures of 
41˚F to 86˚F (5˚C to 30˚C).

Below 50°F (10°C), Donplast SR100 might form small 
crystals, but these do not aff ect the proper  es. If the 
product has been frozen, it should be thawed out and 
remixed.
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More from Don Construction Products

A wide range of construc  on chemical products are man-
ufactured by DCP which include:

  Concrete admixtures.
  Surface treatments
  Grouts and anchors.
  Concrete repair.
  Flooring systems.
  Protec  ve coa  ngs.
  Sealants.
  Waterproofi ng.
  Adhesives.
  Tile adhesives and grouts.
  Building products.
  Structural strengthening.

To avoid discolora  on of the liquid and to minimize the 
risk of deteriora  on of proper  es, the product should be 
stored in plas  c tanks or plas  c-coated steel tanks.
Storage tanks should be cleaned annually.

If these condi  ons are exceeded, contact DCP Technical 
Department for advice.

Cautions

Health and Safety

Donplast SR100 is not classifi  ed as a hazardous material. 
Donplast SR100 should not come into contact with skin 
and eyes.
In case of contact with eyes, immediately fl ush with 
plenty of water and seek medical a  en  on.

Drums must be rolled before use. Bulks must have a 
recircula  on pump.

If these condi  ons are exceeded, contact DCP Technical 
Department for advice

Fire

Donplast SR100 is nonfl ammable.
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